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NOTE: Due to updates in progress, packaging may vary.

DESCRIPTION:
CEMIX® WATERPROOFING ADMIXTURE is an additive designed to 
improve the waterproofing properties of cement mixes.

TYPICAL APPLICATION/USES:
CEMIX® WATERPROOFING ADMIXTURE can be used in any 
concrete, mortar, exterior use plaster, screed and topping mix.

ADVANTAGES:
• Permanent solution
• Improves workability

DOSAGE:
25ml per kg of cement

PREPARATION:
Refer to the manufacturer’s recommendations for the cement 
mix being used.

MIXING:
1. Shake before use.
2. Add the product to the water specified for the cement mix.

Use 25ml of product per kg of cement.

APPLICATION:
Refer to the manufacturer’s recommendations for the cement 
mix being used.

DRYING & CURING TIME:
Refer to the manufacturer’s recommendations for the cement 
mix being used.

CLEANING:
Clean tools with water immediately after use.

STORAGE & SHELF LIFE:
Up to 12 months when stored in the original, unopened 
packaging, in a dry place at 23°C and 50% relative humidity.

LIMITATIONS:
Not suitable for use with any cement mix that has proximity to
pottable water or aquatic life.

If your project requires Building Consent, please email
info@cemix.co.nz about the suitability of this product before use.

Read Label Before Use. Keep out of reach of children. If 
medical advice is needed, have product container or label at 
hand.

WARNING

HAZARD STATEMENTS:
Causes skin irritation. Causes serious eye irritation. May cause 
long lasting harmful effects to aquatic life.

SAFETY INSTRUCTIONS:
Avoid release to the environment. Wear protective gloves/
protective clothing/eye protection/face protection.

INGREDIENTS:
Stearic acid, CAS: 57-11-4, 10-15%
Ammonia, proprietary, CAS: 1336-21-6, 4-5%
Water, CAS: 7732-18-5, 80-85%
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DISCLAIMER:
Please Note: Recommendations and advice regarding the use 
of this product are to be taken as a guide only. Other than as 
appears on this product’s packaging, CEMIX® PRODUCTS LTD 
does not give any warranty express or implied as to its suitability 
for any particular use. For all advice concerning the use of, or 
suitability of this product for a particular application please 
contact CEMIX® PRODUCTS LTD. If this product is defective, 
please contact the merchant the material was purchased 
from or CEMIX® PRODUCTS LTD who will refund or replace it in 
accordance with the requirements of the Consumer Guarantees 
Act.

SCAN QR CODE FOR MORE PRODUCT INFORMATION


