
REVEAL
SURFACE RETARDER FOR EXPOSED AGGREGATE AND CONSTRUCTION JOINTS.  
RECOMMENDED FOR CONCRETE UP TO 20MPA. 

DESCRIPTION:
Cemix® Reveal is a water based product developed for the production of decorative 
exposed aggregates to the horizontal surface of concrete. The retarding compound 
in Cemix® Reveal reacts with fresh concrete by delaying the surface set so that the 
mortar paste can be brushed and washed from the aggregate particles to produce 
an attractive exposed finish to the concrete. This type of textured finish can also 
assist in producing a non-skid surface. 

TYPICAL APPLICATION/USES:
Cemix® Reveal is generally used on fresh concrete for the production of decorative 
exposed aggregates to the horizontal surface of concrete. 

ADVANTAGES:
• Can assist in producing a non skid surface. 
• Can be sprayed with normal spray equipment or garden spray.

SUBSTRATE PREPARATION:
It is important to ensure the substrate surface is clean and free from dust and loose 
material. Old paint should be removed, as should oil, grease, wax, curing compounds 
and surface laitance etc. Substrate surfaces should be pre dampened with water, 
with any excess brushed off.

DEPTH OF ETCH:
3 - 6mm approximately. The setting time will be influenced by air temperature, 
cement type, content and slump. Temperatures lower 20°C will increase the 
retardation period of Cemix® Reveal. If the surface is not washed off within 
12-24 hours the surface concrete will set and reach full strength. A trial run is 
recommended before general application to determine timing and the depth of etch 
required. It is not recommended that fast set admixtures be used in concrete when 
treating with Cemix® Reveal.

APPLICATION: 
Place concrete in formwork and wood float 
surface covering all stones. Spray on undiluted 
Cemix® Reveal uniformly to the fresh concrete 
surface just as the surface (bleed) water 
disappears. Protect the coated surface from 
wind, rain or hot sun. Generally within 12 - 24 
hours after application remove the retarded top 
layer of mortar with a stiff broom and hosed 
water, leaving a clean exposed aggregate 
surface. If extremely small aggregate is used, is 
important not to start the wash off too early, as 
bare spots may be created. 

AGITATION:
Agitate product well before use. 
 

IMAGE

1L, 2.5L, 5L, 20L & 210L 
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PRECAUTION:
If the surface is not washed off within 12 - 24 hours the surface concrete will set and 
reach full strength. Retardation can vary depending on temperature, cement ratio 
in concrete, length of time Cemix® Reveal is left on the concrete and the amount 
of Cemix® Reveal used. Because of this the concrete must be monitored to decide 
when the removal of the top surface layer should be removed. 

SAFETY:
Avoid repeated and prolonged skin contact. Wear safety glasses to minimize the risk 
of splashes getting into the eyes. Wear plastic or rubber gloves if there is a risk of 
prolonged or repeated skin contact. Natural ventilation should be adequate under 
normal conditions of use. 

FIRST AID:
Irrigate eyes & skin with plenty of water & seek medical advice immediately. If 
ingested, rinse mouth with water. Do not induce vomiting. 

SPILLS AND LEAKS:
Keep out of sewers & storm water drains & dispose of any leftover material as trade 
waste in accordance with local authority guidelines.

DISCLAIMER:
Recommendations & advice regarding the use of this product are to be taken as 
a guide only. Other than as appears on this products packaging, CEMIX® LTD does 
not give any warranty express or implied as to the suitability of this product for your 
particular use, because the usage of this product is beyond the control of CEMIX® 
LTD. If you need advice concerning the use of suitability of this product for your 
particular application, please contact CEMIX® LTD first.

TECHNICAL DATA:

COVERAGE:
Approximately 5m2/L

PACKAGING: 
1L, 2.5L, 5L, 20L (plastic pail or jerry can) and 
210L drum.

STORAGE & SHELF LIFE:
Twelve (12) months when stored in unopened, 
original containers. Storage area should be not 
exposed to extreme temperatures. Do not expose 
to direct sunlight in storage. 

CLEANING:
Clean all tools with water & brush immediately 
after use.
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APPEARANCE:

APPLICATION 
TEMPERATURE:

VISCOSITY:

SPECIFIC GRAVITY: 

Red Transparent Liquid

10OC - 30OC

Sprayable with 
normal spray 
equipment 

1.04kg/litre

The data shown above reflects typical results based on 
laboratory testing under controlled conditions. Reasonable 
variations may occur on site.


